
High powered speaker

XY-3B
The XY-3B full range speaker is designed to deliver 

natural yet powerful audio at the high sound pressure 

level (SPL) required for large venues and outdoor events.

 ¥ Moulded Bi-horn

 ¥ X-Phase system with gold X-Phase plug

 ¥ 8-inch cone driver that delivers clean 

and precise mid-range frequencies 

 ¥ Two 12-inch cone drivers create 

tight, chest-pumping low end

 ¥ Hybrid low-mid section

 ¥ Rigging and touring ready 

 ¥ Robust enclosure made from 

premium birch plywood

 ¥ Flying hardware options available

 ¥ White option available

key Features

Specifications

Type 3WAY Bi-amp loudspeaker

Enclosure 15 mm birch plywood

Drivers LF 12 inch neodymium cone driver x 2

MF 8 inch neodymium cone driver

HF 1 inch exit neodymium compression driver

Frequency Response 55 Hz~17 kHz

Sensitivity LF 102 dB

MF 107 dB

Power handling LF 1200 W(RMS), 2400 W(Program)

MHF 200 W(RMS), 400 W(Program)

Max SPL LF 133 dB(cont.), 139 dB(peak)

MHF 130 dB(cont.), 136 dB(peak)

Terminals speakON® NL4 x 2 

Impedance LF 4Ω

MHF 8Ω

Dimension (W x H x D) 530 mm x 1080 mm x 540 mm

Weight 57.6 kg

applications
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XY series



technical drawing

Combine with Accessories

XY-218HS
Dual 18-inch horn-loaded subwoofer
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High powered speaker


