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P I O N E E R P R O A U D I O . C O M

AlphaTheta EMEA Limited Artemis Building, Odyssey Business Park, West End Road, 
South Ruislip, HA4 6QE, UK

We’ve made every effort to show the product accurately, but colours and typography might be different in reality. Features and specifications are correct at the 

time of printing but are subject to change. Please speak to your Pioneer DJ dealer to make sure the product meets your needs.

Type Twin 18-inch fully horn-loaded subwoofer

Enclosure 18 mm (0.7-inch) birch plywood 

Woofer 18-inch LF drivers x 2

Frequency Response 33 Hz ~ 150 Hz

Sensitivity 108 dB (half space)

Power Handling 1400 W RMS, 2800 W Program

Maximum SPL 139 dB cont., 145 dB peak (half space)

Input port Neutrik SpeakON NL4 x 2

Impedance 4Ω

Dimensions (W×H×D) 1300 x 550 x 890 mm

Weight 125 kg

X Y - 2 1 8 H S  S U B W O O F E R
U L T R A - L O W  F R E Q U E N C I E S  A N D  H I G H  S P L  O V E R  L O N G  D I S T A N C E S

F U L LY  H O R N - L O A D E D

Precisely calculated horn, 
enclosed in two separate folded 
chambers, throws the high SPL 
needed for large venues and 
outdoor events.

D U A L  1 8 - I N C H 
L F  D R I V E R S

Clean, powerful ultra-low 
frequencies.

E A S Y  T O  T R A N S P O R T 
A N D  C A R R Y

Handles on all sides of the 
enclosure. Castors are sold 
separately.

R I G I D  B U I L D 
R E D U C E S  R E S O N A N C E

Premium multi-laminate birch 
plywood enclosure, reinforced 
with rigged support braces.

M A I N  S P E C I F I C A T I O N S P R O D U C T  F E A T U R E S

F R O N T S I D E R E A R
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